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1.0 OBJECTIVE 
This report was prepared by AEP‐ Geotechnical Engineering Services (GES) section to fulfill requirements 
of CCR 257.73(c)(1) with an evaluation of the facility.     

2.0 DESCRIPTION OF CCR THE IMPOUNDMENT 
The Clifty Creek Power Plant is located near the City of Madison, Jefferson County, Indiana. 
It is owned and operated by Indiana‐Kentucky Electric Corporation (IKEC). The facility has one inactive 
surface impoundment called the Landfill Runoff Collection Pond (LRCP). 
 
The LRCP dam is a cross valley dam located on a no‐name tributary to the Ohio River.    The dam is 
approximately 1,025 feet long and has a maximum height of 75 feet.    Currently, the facility functions as 
the stormwater and leachate collection pond for the CCR landfill, and discharges to the Ohio River 
through a NPDES‐permitted outfall.   
 
The LRCP was constructed between 1956 and 1957 at the time when the plant was constructed.    The 
crest elevation of the dam is 26 feet wide and at elevation 505 feet.    The upstream slopes are 2.5H:1V.   
A stabilizing berm was constructed along the toe of the upstream slope, having a height of 10 feet and 
width of 100 feet due to movement of the dam in the upstream direction. 
 
The downstream slopes are 2.5H:1V above elevation 478 feet and 3H:1V below this elevation.    The 
crest has asphalt pavement to serve as an access road to the principal spillway, located along the right 
abutment hillslope. 
 
A small saddle dike was also constructed adjacent to the LRCP dam.    This dike has a crest length of 225 
feet, and is approximately 17 feet high.    The design slopes are 2.5H:1V.    The crest elevation is also at 
elevation 505 feet.   

3.0 SUMMARY OF OWNERSHIP 257.73(C)(1)(I) 
[The	name	and	address	of	the	person(s)	owning	or	operating	the	CCR	unit:	the	name	associated	
with	the	CCR	unit:	and	the	identification	number	of	the	CCR	unit	if	one	has	been	assigned	by	the	
state.]	 	 	

The LRCP at the Clifty Creek Plant is located at State Route 56, Madison, Jefferson County, Indiana.    It is 
owned and operated by the Indiana‐Kentucky Electric Corporation.   

4.0 LOCATION OF THE CCR UNIT 257.73 (C)(1)(II) 
[The	 location	of	 the	CCR	unit	 identified	on	 the	most	recent	U.S.	Geological	Survey	 (USGS)	7	½	
minute	or	15	minute	topographic	quadrangle	map,	or	a	topographic	map	of	equivalent	scale	if	
a	USGS	map	is	not	available.]	

A location map is included in Attachment A.   
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5.0 STATEMENT OF PURPOSE 257.73 (C)(1)(III) 
[A	statement	of	the	purpose	for	which	the	CCR	unit	is	being	used.]	

The  LRCP  was  initially  constructed  for  settling  and  storage  of  fly  ash.    The  wet  disposal  operations 
ceased  around  1986  and  the  reservoir  was  converted  into  a  dry  landfill.    Since  then,  the  pond  has 
functioned as a stormwater and leachate pond.	

6.0 NAME AND SIZE OF WATERSHED THE CCR UNIT IS LOCATED               

257.73 (C)(1)(IV) 
[The	name	and	size	in	acres	of	the	watershed	within	which	the	CCR	unit	is	located.]	

The LRCP is located in the Silver‐Little Kentucky Watershed (HUC 05140101), which is 811,706 acres 

(1,268.29 square miles).    The watershed to the LRCP is approximately 510 acres, consisting of primarily 

wooded hillsides, portions of the CCR landfill and some off site drainage.   

7.0 DESCRIPTION OF THE FOUNDATION AND ABUTMENT MATERIALS 

257.73(C)(1)(V) 
[A	description	of	the	physical	and	engineering	properties	of	the	foundation	and	abutment	
materials	on	which	the	CCR	unit	is	located.]	 	 	

The LRCP dam was constructed on the natural soils, and the abutment consists of the hillslope of the 

Devils Backbone Ridge at the left abutment and natural ground on the right abutment.    A subsurface 

investigation was conducted in 2009, and the strength parameters of the foundation, as well as the 

embankment were defined based on laboratory tests or correlations to known strengths based on blow 

counts.    The foundation materials are described as lean clay with sand and a relative density of very soft 

to medium stiff.    The bedrock beneath the foundation soils is described as weathered gray shale.   

Results of laboratory testing of the foundation soils yield strength parameters of 27 degrees and 160 psf 

cohesion. 

The geotechnical reports related to the safety factor assessment provide more specific properties of the 

foundation and embankment materials.    Based on these reports, the foundation materials are adequate 

to support this facility. 

8.0 DESCRIPTION OF EACH CONSTRUCTED ZONE OR STAGE OF THE CCR UNIT 

257.73 (C)(1)(VI) 
[A	statement	of	the	type,	size,	range,	and	physical	and	engineering	properties	of	the	materials	
used	in	constructing	each	zone	or	stage	of	the	CCR	unit;	and	the	approximate	dates	of	
construction	of	each	successive	stage	of	construction	of	the	CCR	unit.]	 	 	
	
The LRCP dam was constructed as a homogenous dam.    The materials of construction consisted of 
native sandy, lean clay soils.    There is no formal design report for this facility.    However, the overall 
design parameters were defined by Casagrande Consultants.     
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14.0 257.73 (C)(1)(X) DESCRIPTION OF EACH SPILLWAY AND DIVERSION 
[A	description	of	each	spillway	and	diversion	design	features	and	capacities	and	calculations	
used	in	their	determination.]	 	 	

The primary spillway is a sloping concrete tower shaft connected to a 72‐inch diameter reinforced 

concrete pipe which regulates normal flow conditions.     

Complete details of each spillway structure are included with the design drawings in Attachment B.   

Hydrology and Hydraulic Analysis which include calculations for each spillway structure are included in 

Inflow Design Flood Control Plan (separate from this report).   

15.0 SUMMARY CONSTRUCTION SPECIFICATIONS AND PROVISIONS FOR 

SURVEILLANCE, MAINTENANCE AND REPAIR 257.73 (C)(1)(XI)     
[The	construction	specifications	and	provisions	for	surveillance,	maintenance,	and	repair	of	the	
CCR	unit.]	

There are no construction specifications in the historic files for this facility.    As noted, Casagrande 

Consultants provided recommendations for design parameters.     

As required by the CCR rule, the LRCP dam is inspected at least every 7 days by a qualified person.   

Instrumentation data is collected at least every 30 days and reviewed by AEP Engineering Services.   

Also as a requirement of the CCR rule, the impoundment is also inspected annually by a professional 

engineer.   

If repairs are found to be necessary during any inspection they will be completed as needed.     

16.0 RECORD OR KNOWLEDGE OF STRUCTURAL INSTABILITY 257.73 (C)(1)(XII) 
[Any	record	or	knowledge	of	the	structural	instability	of	the	CCR	unit.]	 	 	

To date  there has  been no  record of knowledge of  the  structural  instability of  the CCR unit  since  the 
facility started operations.   
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